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Short description: Assembly:

The "IC T4L-LED-DK" is designed for the integration of low
voltage button into the digitalSTROM system. It is
particularly suitable for the incorporation of Lauritz Knudsen
tops. Both the push button voltage and the external LED
supply are provided by the T4L LED-DK. The module has
the dS function features of the SW-SKM 300 terminal. This
allows 4-way pushbutton elements to perform up to 16 Operating modes:
functions in the dS system.

Installation is carried out in the flush box. After the electrical
connection and the power supply has been switched on, the
module automatically signals itself to the digitalSTROM meter
in the circuit distributor (a separate dSID for each of the four
lines).

The operating mode can be changed using the installation

The line voltage for the connected buttons is provided by i software of the digitalSTROM server. / :
the T4L-LED-DK module with 15 V DC and a current of | B ) Octmneret i eat T il
approx. 9 mA. For service and commissioning, each line is f =
equipped with an internal LED, which is on when the button i digitalSTROM Configurator The jumpers are for the individual adjustment of the -
is pressed. \ ops |[[ Actiites || Rooms || Grows || System || Hardware || Hep external button LEDs. It is possible to select

| Meters between 2 light intensities (100% 33%). =
The low voltage side is galvanically isolated from the mains o MBRQ &2 T
with > 2KV. The module is installed in the flush-mounted / ] T S e Without bridge, the LEDs on the button are off. =

switch box. With its dimensions of L =41 mm, W =41 mm
and h = 27mm, it also fits in a Danish standard flush-

Devices - - o -
mounted box. | J , e Registration to the digitalSTROM system:
Due to the integrated dS joker function (black) an e S e e The LED on the basic board flashes quickly when you log on to a !
assignment in the dS system is possible beside yellow : zgg:g:z ::Z-Zzz: t':zj digital STROM system. The st.atus L!ED indicates the device group
(light), for example also for gray (shadow). @ 000dc248 Presets 0-4 et color of the most recently activated input.
“r 0 ‘ = I service: Technical specifications:
B Status display dS System (LED): L S B
= | Each input operates independently. Each input can be Il;lomlnal input voltage / frequency .................... 230 VAC/ gOSI-\lAz/ i
'— The LED |IghtS up brlghtly A |ehel onerSBEnsarStAT s e : | |nd|V|duaIIy configured. OWET I:E8icssec W O SSEE e W L. . . chreviereese e ca s | 00 approx. U.

Technical data Inputs .......ccc.ccoooviiiiiiiiiiiieens galvanically isolated

s Otherwise, it is dark (operation check). If the status of one { !
- Voltage input lines .............. ...ca.15V DC, approx. 9 mA
h\ % ’ Rl b gl S Sk Voltage for external LED .................cueneene. 15 VDC / max. 9 mA
6‘ \ External contacts to be connected ......................... potential free
#, LAY \ Suppliedscable ST il | i) 3 (S L e 100 mm
=7 Terminals 3
= Dimension 8
Protection class (dry rooms) ..........cccccceeveiiniinnnne 1P20 EN 60529
E _— Permissible ambient temp. (Operation) ............. -5°C..+40°C
= = Permissible ambient humidity (operation) 3 '
= 88k B <80% RH non-condensing i
x -9 =y ——
258 3 = Data transmission via 230 V AC network
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